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a b s t r a c t

The physical and mechanical properties of short fibre-reinforced polymer composites depend on the
geometry, content, distribution and orientation of fibres within the polymer matrix. These microstruc-
ture features are mainly induced during the forming stage, i.e., when composites usually flow in moulds
and behave as non-Newtonian fibre suspensions. Their flow-induced microstructures still cannot be well
predicted by current rheological models. To better understand them, non-Newtonian dilute fibre sus-
pensions were prepared and subjected to lubricated compression experiments using a micro-rheometer
mounted in a synchrotron X-ray microtomograph. These experiments enabled, for the first time, fast and
in situ 3D imaging of the translation and rotation of fibres in the suspending fluid. Fibre motions were
compared with the prediction of the Jeffery's model. Despite the use of a non-Newtonian suspending
fluid and confined flow conditions, i.e., with a gap between compression platens of the same order of
magnitude than the fibre length, we showed that Jeffery's prediction was satisfactory if the fibres were
sufficiently far from the compression platens (approximately at a distance of once to twice their diam-
eter). Otherwise, the experimental average orientation rates were higher than the Jeffery's prediction.

© 2016 Elsevier Ltd. All rights reserved.
1. Introduction

Owing to their interesting functional andmechanical properties,
and to their cost-efficient processing, short fibre-reinforced poly-
mer composites are widely used to produce structural or functional
parts with fibrous microstructures (shape, aspect ratio, concen-
tration and orientation of fibres) that are mainly induced by the
forming process (film casting, extrusion, injection moulding or
compressionmoulding) [1e5]. During these phases, the composites
behave as fibre suspensions with a complex rheology which is still
not very well characterised andmodelled because of the difficulties
. Org�eas).
to properly observe, understand and analyse evolving fibrous mi-
crostructures and flow mechanisms at the fibre scale in non-
Newtonian suspending polymer matrices.

All current rheological models which describe the kinematics of
fibres in polymer composites during forming are based on the
pioneering and fundamental work of Jeffery [6]. However, Jeffery's
model is theoretically valid for a single ellipsoidal rigid particle
immersed in an infinite and incompressible Newtonian fluid
flowing at low Reynolds number. For a slender ellipsoid i with an
orientation given by the unit vector

pi ¼ sinqi cos4ie1 þ sinqi sin4i e2 þ cosqie3; (1)

ð4i2½0;p� and qi2½0;2p�Þ, Jeffery's model describes the velocity
vi of its centre of mass as an affine function of the macroscale
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velocity gradient Vv of the suspending fluid. Considering the
particular case of homogeneous macroscale fluid flow situations
without rigid body motions, the position xi of the centre of mass of
the ellipsoid can thus be predicted by integrating the ellipsoid ve-
locity vi given by the following the equation:

vi ¼ Vv,xi: (2)

Its orientation is also given from the well-known expression for
the rotation rate of pi:

_pi ¼ U,pi þ l
�
D,pi �

�
pi,D,pi

�
pi
�
; (3)

where U ¼ �
Vv�tVv

��
2 and D ¼ �

VvþtVv
��

2 are the macroscale
rotation rate and strain rate tensors, respectively, andwhere l is the
ellipsoid shape factor. The relevance of Jeffery's model for Newto-
nian fluids was confirmed experimentally by several authors
[7e10], mainly in shear flow. The validity of Jeffery's equation was
extended to any axisymmetric particle [11,12]. For straight cylin-
drical fibres of length l and diameter d, l is a function of the fibre
aspect ratio r¼l/d:

l ¼ 1� 3C lnr
4pr2

; (4)

where Cz5:45 is a constant determined by Cox [13] from the ex-
periments of Anczurowski and Mason [14]. Jeffery's model has
largely been validated and used for dilute Newtonian fibre sus-
pensions [10,14e16], i.e., for situations where the volume fraction of
fibres f≪1/r2. In these situations, a compact description of the fibre
orientation is often employed using the fibre orientation distribu-
tion function or its moments, e.g. the second A and fourth order A
orientation tensors [17]. Adopting a discrete form for N fibres
contained in an elementary volume of the suspension, these ten-
sors are respectively expressed as follows:

A ¼ 1
N

XN
i¼1

pi5pi A ¼ 1
N

XN
i¼1

pi5pi5pi5pi: (5)

In the semi-dilute regime, i.e., when 1/r2≪f≪1/r, Jeffery's Eq. (3)
are known to overestimate the fibre reorientation rate in Newto-
nian systems, since they do not account for long range hydrody-
namic interactions between fibres [10,18e21]. In the concentrated
regime, i.e., when f[1/r, Jeffery's equation also fails, the situation
becoming more complex due to short range (non-)hydrodynamic
interactions between fibres [21e24]. For these two regimes, several
modifications of Eq. (3) have been proposed based on the pio-
neering work of Folgar and Tucker [18,25]. Departures of the fibre
orientation from the Jeffery's orbits have also been observed for
non-Newtonian fluids, mostly for shear flows. Hence, using visco-
elastic fluids, fibres were found to align along the shear or the
vorticity directions, depending on the Weissenberg number, e.g. by
changing the shear rate or the fluid viscoelastic properties [26e28].
These experimental results were also found numerically and
implemented in constitutive theories [29e32]. However, few
experimental, theoretical, and numerical studies focused on fibre
kinematics in shear-thinning fluids, whereas this rheological
behaviour is typical for industrial polymers, as those that are used
in composites. Besides, to the authors' knowledge, fibre kinematics
during compressive or elongational flow are rarely analysed
[16,22], whereas these flow modes are prone to occur during short
fibre-reinforced polymer composite forming.

In addition, Jeffery-based theories were established for good
scale separation conditions, i.e., when the size of fibres is small
compared with the typical size of flowing samples. Unfortunately,
this critical prerequisite is rarely fulfilled by the composite forming
conditions. In many situations, composites flow through narrow
channels or in thin mould cavities with gaps h being in the same
order of magnitude as the fibre length l. These flow situations
correspond to confined regimes [33e35]: the scale separation be-
tween the sample and its heterogeneities is poor so that fibres are
close to the mould walls. It is well-known that when fibres interact
with a solid wall, departures from the Jeffery's trajectories and or-
bits are prone to occur [36e38]. Few theoretical studies proposed
modifications of Jeffery's equations to account for confinements
and/or wall effects [33,39e41]. To the best of the authors' knowl-
edge, these effects have rarely been studied for non-Newtonian
suspending fluids [36], and never been analysed for elongational
or compression flows.

Lastly, it is also interesting to mention that in most of the afore-
mentioned experimental studies, fibre kinematics was followed us-
ing 2D optical approaches [7e10,14,18,19,26e28,36e38,42], 2D
wide-angle X-ray diffraction [43], or high speed X-ray phase-
contrast 2D imaging [16]. These techniques work for dilute suspen-
sions but have limitations for semi-dilute and concentrated fibre
suspensions. In addition, they do not offer 3D views of fibres and
their kinematics. In parallel, X-ray micro-tomography has become a
powerful technique to provide 3D images of fibrous architectures
[23,44,45]. Using appropriate image analysis procedures, relevant
microstructure descriptors such as the position, orientation of fibres
and fibre-fibre contacts can be extracted [5,46e49]. Thanks to in situ
rheometry, it is also possible to follow the evolution of these de-
scriptors during rheological tests [46,48]. However, these analyses
are restricted to interrupted mechanical loadings, due to the usually
long scanning times that are required with standard X-ray sources.
Recent synchrotron X-ray sources have made possible to acquire 3D
images at very fast scanning times, and thus to perform real-time 3D
in situ observations during the deformation of imaged samples [50].

Hence, the main objective of this contribution was to experi-
mentally investigate the relevance of Jeffery's theory for modelling
fibre kinematics in fibre suspensions with shear-thinning sus-
pending fluids when they are subjected to confined and lubricated
compression flow. For that purpose, model dilute and non-
Newtonian fibre suspensions were prepared and compression ex-
periments were performed using a specially designed micro-
rheometer mounted on the rotation stage of a synchrotron X-ray
microtomograph. Combined with dedicated image analysis pro-
cedures, these experiments enabled, for the first time, fast and real-
time 3D observations of the translation and rotation of fibres to be
obtained and compared with the prediction of Jeffery's model.

2. Materials and experimental procedure

2.1. Materials

A hydrocarbon gel (paraffin) was used as suspending fluid for
the studied fibre suspensions [47]. Its transparency facilitated the
control of the fibre microstructure during the suspension prepa-
ration. The hydrocarbon gel viscosity was tunable with the tem-
perature. At 120� C, this polymer behaved as a Newtonian fluid and
its shear viscosity was approximately 1 Pa s. At room temperature,
it behaved as a solid gel (Fig. 1(c)), so that the suspensions could be
easily handled before the experiments, without damaging their
microstructures. Finally, at 50� C, the hydrocarbon gel exhibited a
non-Newtonian behaviour close to that of industrial polymer
matrices used in composites. Fig. 1(a) shows that its shear viscosity
m is a shear-thinning power-law, i.e., m ¼ K _gn�1 where _g ¼

ffiffiffiffiffiffiffiffiffiffiffiffiffiffi
2D : D

p

is the generalised shear rate, and where the power-law exponent
n¼0.2 and the consistency K¼440 Pa s1�n were determined using a
cone-plane rheometer (Anton Paar MCR301). The fibres used in the



Table 1
Test number and conditions: number of fibres N, content f and fibre aspect ratio r in
the investigated suspensions, initial strain rate D0

33 used for the compression test,
minimal Dximin and maximal Dximax recorded deviations for the position of the
centres of mass of fibres with respect to the affine assumption.

Test number 1 2 3 4 5 6 7 8 9

N 1 1 1 1 1 1 5 8 8
f(%) 0.013 0.013 0.015 0.013 0.011 0.011 0.11 0.21 0.16
r 16.5 17 19.5 17.5 14.5 14.5 12.6 17.9 17.7
D0
33 (s�1) 0.004 0.004 0.03 0.03 0.03 0.03 0.03 0.004 0.03

Dximinð%Þ e e e e e e 2.0 2.1 1.5

Dxi ð%Þ 8 7.5 8.2 5.6 7.6 7.2 4.1 7.1 5.9
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suspensions were cut from a PVDF fishing wire (diameter
d¼200 mm, Young's modulus z2 GPa), exhibiting a sufficiently
different X-ray absorption coefficient when compared with the
hydrocarbon gel [46].

To prepare the fibre suspensions, fibres were cut at a constant
length l from continuous wire with a razor blade at targeted aspect
ratios r¼l/d (Table 1) to avoid blunt-ended extremities (Fig. 1(b)).
The suspensions were hand-made layer by layer while keeping the
control of the fibre orientation. The process consisted in picking
fibres with desired orientations in a thin layer of the solid gel and
impregnating these fibres with a second layer of pre-heated gel at
120� C. Suspensions were fabricated in cylindrical moulds (diam-
eter D0¼12 mm, height h0¼7 mm). Following this preparation
method, nine samples were fabricated. For six samples, one fibre
was placed in their centre with different initial orientations (qi, 4i).
Three samples had five to eight fibres (Fig. 1(c)), corresponding to a
dilute concentration regime (f≪1/r2), as summarized in Table 1.

2.2. Compression experiments with real-time 3D in situ X-ray
imaging

The fibre model suspensions were subjected to lubricated
compression loading using a specially designed compression
micro-rheometer (Fig. 1(d)). To perform the experiments at 50�C,
heaters and thermocouples were inserted inside the compression
platens. Before compression, the platens were lubricated with sil-
icone oil, and the suspensions were subjected to a small pre-
compression to ensure the contact with them. After stress relaxa-
tion and temperature homogenisation (z10 minÞ, the mechanical
loading was applied through a piezoelectric actuator attached to
the lower compression platen. The compression tests were per-
formed at two constant actuator velocities _h, corresponding to two
initial strain rates D0

33 ¼ _h=h0 along the e3-direction (Table 1). A
displacement sensor (Fig. 1(d)) enabled the height of the suspen-
sion h and the compression strain ε33¼ln(h/h0) to be precisely
measured. It is important to notice that the rheology of the sus-
pending fluid was non-linear and highly shear-thinning for the
studied strain rates, as shown in Fig. 1(a), and that the studied
confined flow situations were close to those encountered during
forming of short-fibre reinforced composites, i.e., with a poor scale
separation such that l=h ¼ O ð1Þ [33e35].

To characterise the 3D suspension fibrous microstructures dur-
ing compression, the rheometer was placed inside a synchrotron X-
Fig. 1. (a) Evolution of the shear viscosity of the hydrocarbon gel as a function of the shear ra
fibres. (c) Upper view of a fibre suspension sample with eight fibres. (d) Global view of the
ray microtomograph (TOMCAT beamline, Swiss Light Source, Paul
Scherrer Institut, Villingen, Switzerland). Ten to sixteen scans
(depending on the tested sample) were taken during each
compression test, i.e., without interrupting the compression
experiment, using the following acquisition parameters for each 3D
image: 601 X-ray projections (20 KeV, 400 mA) were acquired over
a 180� rotation of the micro-rheometer for a short scanning time of
0.42 s. Using the Paganin reconstruction mode and suitable
reconstruction algorithms, 3D images of scanned specimen were
obtained with a size of 1776�1776�450 voxels and a voxel size of
11�11�11 mm3.
2.3. Image analysis and data post-treatment

By using standard filtering and thresholding operations
(implemented into the software Fiji [51]), 3D binarised images of
the matrix and the fibrous microstructures of the suspensions were
built (Fig. 2). Then:

� To verify both the homogeneity and the incompressibility of the
suspension flow, the free surface of samples was detected and
followed during compression thanks to the function “Outline”
implemented in Fiji, as shown in Fig. 3(aec). This function was
used for each horizontal slice in the 3D images, except for two
sets of 10 slices located near the compression platens where it
was difficult to distinguish the suspensions because of the
metallic nature of the platens. This enabled the sample mean
surface S perpendicular to the compression axis e3 to be deter-
mined, as well as the macroscale sample Hencky surface strain
εS ¼ lnðS=S0Þ.
te at the testing temperature. (b) SEM micrograph showing the cut extremities of PVDF
compression micro-rheometer.

max
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� Other image analysis operations were performed using the
softwares Fiji, Avizo and Matlab to analyse quantitatively the
evolution of the fibrous microstructure of the investigated sus-
pensions, following the methodology reported by Latil et al.
[46]. After segmentation, the fibre centrelines were extracted
using a skeletonisation algorithm implemented in Avizo and
then smoothed. This enabled the fibre orientation (tangent)
vector pi, the second and fourth order orientation tensors A and
A, and the position of the centre of mass xi of each fibre i to be
calculated for each 3D image of each experiment (Fig. 3(aeb)).
Finally, thanks to the low concentration in fibres, it was easy to
follow the trajectory of each fibre during compression experi-
ments using a fibre centreline tracking algorithm based on a
discrete correlation distance function [52].

� The relevance of Jeffery's model was assessed, i.e., we verified
the validity of the affine assumption Eq. (2) and the orientation
equation Eq. (3) for the prediction of the position of the centre of
mass xiJeff and the orientation vector pi

Jeff of each fibre i. We also
estimated the second order fibre orientation tensor Ajeff directly
from Eq. (5) and the orientation vectors pi

Jeff . For that purpose,
Eqs. (2) and (3) were numerically integrated using the fourth
order Runge-Kutta scheme implemented in Matlab, assuming
that the macroscale suspension flowwas homogeneous (point 1
in Section 3), incompressible (V,v ¼ 0, point 1 in Section 3) and
irrotational (U¼0). Further, the strain rate tensor D was esti-
mated from the height of the suspension h measured using the
3D images with a maximum error of ±1 voxel. As initial condi-
tions, the positions xi0, the orientation vectors pi

0 (and the tensor
A0) were obtained from the images corresponding to the initial
undeformed configurations, with maximum errors of ±1 voxel
and ±0.15�, respectively. Then, two thousand integrations per
experiment were computed using errors associated with h, xi0,
and pi

0 that were randomly chosen within the aforementioned
ranges. This enabled the errors on the corresponding integrated
parameters to be estimated. Here, the errors were considered to
correspond to the difference between the 2nd and 98th
percentile values of the computed distributions.

3. Results and discussion

Experimental results are shown in Figs. 3e7. Fig. 3 allows us to
Fig. 2. 3D segmented images obtained at various compression strains ε33 showing the motio
point to the extremity of fibres that are very close to the compression platens. The orbits o
references to colour in this figure legend, the reader is referred to the web version of this
characterise the flow homogeneity and the incompressibility of
samples during compression. Fig. 3(aec) show 3D and 2D views of
the free surface of one typical sample during compression, whereas
Fig. 3(d) shows the evolution of the sample surface strain εS as a
function of the compression strain jε33j. Fig. 4(aeb) show the paths
xi followed by each fibre centre of mass during suspension flow, for
sample 1 with only one fibre (Table 1) and for sample 9 with eight
fibres (Table 1), respectively. For comparison purposes, these fig-
ures also show the paths xiJeff predicted by Jeffery's model (Eq. (2)).

In addition, Fig. 4(ced) show the evolution of the deviation

Dxi ¼
������xi � xiJeff

������=h0 of the experimental position of the fibre

centre of mass xi with respect to xiJeff , for samples 1 to 6 (containing

only one fibre) and for sample 9, respectively. The minimal Dximin

andmaximal Dximax values of this deviation are also given in Table 1
for all tested samples. The two graphs in Fig. 5 show the evolution
of the orientation angles qi and 4i as a function of the compression
strain jε33j for samples 1 to 6. For comparison purposes, the angles
predicted by Jeffery's model (Eqs. (3) and (4)) are also plotted in this
figure. Fig. 6 is similar to Fig. 5 but shows data for samples 7 to 9, i.e.,
samples containing five to eight fibres (Table 1). Lastly, Fig. 7 gives
the evolutionwith jε33j of the experimental and predicted diagonal
components aii of the second order fibre orientation tensor A dur-
ing the compression of samples 7 to 9. From these figures, some
comments can be made:

1. The 3D views in Fig. 3(aeb) and the vertical profiles of the
evolving free surface in the (e2,e3) plane (Fig. 3(c)), which nearly
kept their initial dimensionless shape during flow prove that
due to the lubrication of the compression platens, the flow of
samples was practically homogeneous and exhibited compres-
sive plug flow velocity profiles [53] with negligible transverse
shear stresses. Thus, as a first approximation, the macroscale
stress states during the experiments were considered to be
homogeneous simple compression stress states. In addition,
Fig. 3(d) shows that the macroscale Hencky surface strain εS was
close to the absolute value of the macroscale Hencky compres-
sion strain jε33j ¼ �ε33. Consequently, the compression flow of
the suspensions was considered to be incompressible since
trðεÞ ¼ εS þ ε33z0 (ε being the Hencky strain tensor). Lastly, we
n of the fibres of samples 1 (left) and 9 (right) during compression. The orange arrows
f these fibres deviate from the predictions of Jeffery's model. (For interpretation of the
article.)



Fig. 3. (a) 3D visew of the free surface and the fibre centrelines of a typical sample (sample 7) before (a) and after (b) a compression test. (c) 2D view in the (e2,e3) plane showing the
evolution of the normalised profiles of the free surface of the same sample. (d) Evolutions of the surface strains εs with jε33 j for samples 7 and 8 during compression.

Fig. 4. Experimental (marks) and predicted (lines) trajectories of the centres of mass of fibres during compression of samples 1 (a) and 9 (b). Evolutions of the deviations Dxi as a
function of the compression strain jε33 j for samples 1 to 6 containing one fibre (c) and for sample 9 containing eight fibres (d).
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also verified that the flow of samples in the perpendicular di-
rections to the compression axis was isotropic. Therefore, these
observations show (i) that a proper estimate of the macroscale
strain rate tensor D for these experiments was:
D ¼
_h
h

	
e35e3 �

1
2
e15e1 �

1
2
e25e2



; (6)

and (ii) that, in the dilute concentration regime, fibre scale flow



Fig. 5. Evolutions of the experimental (marks) and predicted (lines) angles qi (a) and 4i (b) as a function of jε33 j for samples 1 to 6.

Fig. 6. Experimental (marks) and predicted (lines) evolutions of the fibre orientation angles qi(left) and 4i(right) as a function of jε33 j for samples 7 (aeb), 8 (ced) and 9 (eef). The
orange arrows point to fibres that are close to one of the compression platens. (For interpretation of the references to colour in this figure legend, the reader is referred to the web
version of this article.)
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Fig. 7. Experimental (marks) and predicted (lines) diagonal components aii of the second order fibre orientation tensor A as a function of jε33j for samples 7 (a), 8 (b) and 9(c).
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perturbations induced by the presence of fibres did not induce
noticeable macroscale flow modifications, whereas the opposite
trend was obtained for concentrated fibre suspensions in similar
compression conditions [22].

2. Fig. 4(aeb) show that the fibres were transported with the non-
Newtonian suspending fluid during compression experiments:
the positions of their centre of mass went towards the upper
compression platen and progressively moved parallel to the
(e1,e2) plane. As evident from these graphs, these motions were
almost affine functions of the macroscale suspending fluid ki-
nematics as the experimental trajectories and their predictions
using Eq. (2) with adequate initial and boundary conditions
nearly coincided. Besides, as shown quantitatively in Fig. 4(ced)
and given in Table 1, the deviations Dxi of the experimental data
from the affine assumption increased with the compression
strain jε33j, but never exceeded 9%, regardless of the sample. It
was difficult to determine whether these deviations had phys-
ical origins such as, for example, small shear flow mechanisms
related to non-ideal lubrication conditions between the samples
and the compression platens, or were induced by experimental
artefacts such as, for example, unexpected rigid body motions of
compressed samples. Anyway, for the investigated experimental
conditions, these deviations were limited and it was fair to
conclude that the translations of fibres followed, at least at first
order, the affine assumption in Eq. (2) of Jeffery's model. For
suspensions with several fibres (samples 7 to 9), this tends to
prove that the (long range) hydrodynamic interactions between
the fibres themselves or between the fibres and the
compression platens had rather weak consequences on the fibre
translations.

3. Fig. 5 reveals that during compression of the samples with one
centred fibres, fibres progressively aligned along the (e1,e2)
plane, regardless of their initial orientation and aspect ratio, and
the initial macroscale strain rate. The out-of-plane angles qi

gradually increased with increasing the compression strain jε33j,
the increasing rate being higher when the initial angles qi0 were
far from 90�. In parallel, it is interesting to note that the in-plane
angles 4i practically remained unaffected during the same
compression experiments. In addition, it is also worth noting
that the experimental values of the angles qi and 4i were very
close to those predicted by Jeffery's model (Eqs. (4) and (5)).
Indeed, the maximum deviations of the angles qi and 4i from the
model predictions remained below 1 and 2�, respectively.
Combined with results discussed in the previous point, these
results validate, at first order, the use of Jeffery's theory for the
prediction of the motion of single, centred, straight and cylin-
drical fibres within a shear-thinning fluid compressed in a nar-
row gap with l=h ¼ O ð1Þ.

4. Regardless of the investigated fibre aspect ratio and strain rate,
the orientation results obtained for dilute suspensions with
several fibres were qualitatively similar, as illustrated in Fig. 6.
The angles qi increased with increasing jε33j and the angles 4i

remained more or less constant, except for some fibres for
which the angle 4i slightly varied with jε33j (these fibres are
indicated by the arrows in Fig. 6). However, this figure clearly
shows that Jeffery's predictions were less relevant than those
obtained for single centred fibres (Fig. 5). The same trend is
observed in Fig. 7 for the evolution of the diagonal components
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aii of A (note that the non-diagonal components that were very
small were omitted in the graph for clarity). This figure shows
that Jeffery's predictions underestimated the overall fibre
orientation rate. They were still satisfying for samples 7 and 8,
and rather far from experiments for sample 9. Accounting for
the results discussed in point 3, the origins of these deviations
could rather be related to hydrodynamic interactions of the
considered fibres (i) with their neighbours and/or (ii) with the
compression platens, i.e., the so-called confinement effects, than
to the shear-thinning and non-Newtonian behaviour of the
suspending fluid. The first type of hydrodynamic interactions is
expected to be weak since the studied suspensions belonged to
the dilute regime (Table 1). The 3D images enabled us to evi-
dence that the second type of interactions occurred. This was
done by detecting fibres that were in the vicinity of the
compression platens, i.e., when the distance of the fibres from
the platens was once to twice the fibre diameter d, which cor-
responds to a typical distance below which short range hydro-
dynamic interactions could occur. These fibres and the evolution
of their corresponding angles are shown in Figs. 2 and 6 with
orange arrows. As an example, the evolution of the angle qi of
the fibre represented with pink circles in Fig. 6(e) exhibited a
departure from its initial Jeffery-like trajectory for jε33j>0:3.
This phenomenon occurredwhen this fibrewas very close to the
two compression platens (see the two arrows that points to this
fibre in Fig. 2), thus inducing a departure of the fibre orientation
from a Jeffery-like orbit. As shown in Fig. 6, the highest de-
viations from the Jeffery's predictions for the angles qi were
higher for sample 9 that had several fibres close to the
compression platens than for sample 8, whereas there was no
fibre close to the platens in sample 7.

5. It is interesting to note that within the investigated strain rate
range, the kinematics of fibres was nearly independent of the
macroscale compression strain rate. Indeed, when fibres were
sufficiently far from the wall, changing the compression strain
rate by a factor of ten did not drastically alter the trajectory of
the centre of mass of the fibres, nor their orientation evolution
which practically followed the Jeffery's orbits (see Figs. 4e7).
These trends differ from those observed or simulated for fibres
immerged in sheared viscoelastic fluids [26,27,31].
4. Conclusion

We performed rheometry experiments on model dilute fibre
suspensions with a non-Newtonian suspending fluid, by using
lubricated compression experiments coupled with unprecedented
real-time 3D in situ observations of the fibrous microstructures.
This was made possible using a micro-rheometer mounted in a
synchrotron X-ray microtomograph enabling both very short
scanning times, i.e., less than 0.5 s, and a high spatial resolution.
This method was particularly efficient to analyse the fibre kine-
matics of each individual fibre in these model systems, the micro-
structures, the rheology, and the confined flow conditions of which
were close to those encountered in short-fibre reinforced polymer
composites during the forming stages. Regardless of the investi-
gated conditions, i.e., various fibre aspect ratios and initial orien-
tations, we found that Jeffery's theory and its related affine
assumption led to rather good estimates of the kinematics of one
fibre centred in a non-Newtonian shear-thinning fluid compressed
in a confined region. These results were not affected by changing
the macroscale compression strain rate. Thus, at least for the
investigated experimental conditions, it is fair to conclude that
shear-thinning and confinement effects had minor effects on the
kinematics of single fibres, provided that the distance between
fibres and the walls remained sufficiently large (approximately
above once to twice the fibre diameter). When the last condition
was fulfilled, these results were still relevant for dilute suspensions
with several fibres, even though the motions of these fibres could
be slightly altered by weak long range hydrodynamic interactions
between fibres. Otherwise, more important deviations in the
theoretical predictions occurred due to short range interactions of
some fibres with the walls. These results must be confirmed by
performing for instance fibre scale fluid flow simulations using
dedicated CFD softwares [54]. They must also be completed for
higher fibre concentration regimes to build relevant constitutive
theories. Confinement effects such as those that have been revealed
in this study are rarely taken into account in constitutive rheolog-
ical theories [33,39,40], although they often occur in industrial
processing conditions.
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